
ART. 20 
VALVOLA CLAPET 
SWING CHECK VALVE 

• VALVOLA A CLAPET , FEMMINA/FEMMINA CON OTTURATORE IN

OTTONE, SENZA GUARNIZIONE

• SWING CHECK VALVE , FEMALE-FEMALE WITH BRASS DISC,

WITHOUT SEALING GASKET

FOTO   PICTURE 

Funzionamento 

La valvola deve essere installata orizzontale con il tappo rivolto 

verso l’alto. La direzione del flusso è indicata da una freccia 

impressa sul corpo valvola. Si adatta ad ogni tipo di impianto 

idraulico domestico e commerciale, applicazioni industriali, 

agricole, impianti di riscaldamento ed igienico sanitari, aria 

compressa, olii vari, prodotti petroliferi, con ogni fluido non 

corrosivo. 

Functioning 

The valve must be installed horizontal with the stopper facing up. 

An arrow on the body of the valve, indicates direction of flow. 

Suitable for domestic and commercial plumbing , industrial and 

agricultural applications, heating and sanitary systems, 

pneumatic systems, generally with every non aggressive fluid. 
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TABELLA  CARATTERISTICHE TECNICHE 
TECHNICAL  CHARACTERISTICS 

Pressione 
Pressure 

Temperatura minima 
Minimum 

Temperature 
         °C 

Temperatura massima 
Maximum 

Temperature 
         °C 

10 bar 
3/8” – 2” 

0 + 120 

6 bar 
2”1/2 – 4” 

0 + 120 

Componenti Components Materiale/material 

Corpo 
Ottone 

Body 
Brass 

CW617N – EN 12165 

Tappo  
Ottone 

Bonnet 
Brass 

CW617N – EN 12165 

Otturatore  
Ottone 

Disc 
Brass 

CW617N – EN 12165 

Guarnizione O-ring NBR (size 2”1/2-3”-4”) 
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PORTATA  FLOW RATE 

DIMENSIONI/DIMENSIONS  
CH 25 25 31 38 47 54 67 82 97 122 

DIA 10 15 20 25 33 37 47 55 70 90 
H1 46 46 51 61 73 85 94 107 130 159 

L 47 47 53 63 74 87 97 118 135 164 

E 8 8 8 10 10 10 16 16 16 20 
SIZE 3/8“ ½“ ¾“ 1“ 1“1/4 1“1/2 2“ 2“1/2 3“ 4“ 

MISURE 1/2" 3/4" 1" 1"1/4 1"1/2 2" 

KV 7,50 13,40 20,60 26,50 39 69 
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